	Net Bios Name
	TCP/IP Name

	1. Each windows machine has a net bios name. This name will be given while installing the operating system. Net BIOS names to 15 characters and uses the 16th character as a Net BIOS suffix. 
	Each computer running TCP/IP (whether it's a Windows machine or not) has a host name to identify (call) a machine.

	2. Configured in:  Identification tab in Control Panel -> Network 
	DNS Tab in Control Panel -> Network -> TCP/IP Properties.

	3. In order connect to computer running TCP/IP via its Net BIOS name (Enables Net bios over TCP/IP); the net bios name must be resolved to an IP Address (the Net BIOS name-IP address resolution is often done by WINS - Net BIOS Name Server).
	In order to connect to a computer running the TCP/IP protocol using its HOST name, the host name must be resolved into an IP Address (the host name or FQDN (Fully Qualified Domain Name)-IP address resolution is typically done by something called DNS - Domain Name System/Service).

	4. Used by: Various services and tools like Network Neighborhood and NET USE.
	Applications such as telnet, ftp, web browsers, etc.

	5. Computer name is the net bios name
DOS: “set computername”

Show the net bios name

	Hostname is the IP name, and is used for Winsock resolution DOS:  “hostname”
(ping, getHostByName(), … ). 

	Resolve Net BIOS Name <--> IP Address Wins provide a dynamic, distributed database for registering and querying dynamic Net Bios computer names to IP-Address


	Resolve Hostname <--> IP Address Global Distributed Database on a hierarchical naming system.


	Supports DHCP dynamic allocation of IP Addresses and can resolve a Net BIOS computer Name to a dynamic IP Address mapping


	Depends on Static File for name resolution

Static Configuration of IP Addresses to perform name-to-IP-address mapping.

	Net BIOS (Network Basic Input Output System) is a communications protocol developed by IBM and commonly used by Windows.
	

	
	


